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~ ) 45° ANGLE CHANNEL
G&mmanl.lﬁllﬂm PART NUMBER: GLF-1203ANG-1M

SPECIFICATIONS:

Aluminum Profile with Frosted Diffuser
45° Angle Channel

Length: 39.37" / 1000mm

Overall Width: 0.73" / 18.5mm

Inside Width: 0.48" /12.2mm
Depth: 0.73" /18.5mm
Application: Suitable for 12mm LED Ribbon
Included: 1 x Feed End Cap
1 x Cover End Cap

1 x Frosted Diffuser Lens
2 x Mount Clips

PRODUCT BENEFITS: PRODUCT DIMENSIONS:
Frosted diffuser (lens) reduces the appearance i
of LED dots onribbon in visible areas. ;

Frosted diffuser (lens) installs from top of
channel snapping info place making install

easy especially in tight spaces. \ /}
|

Creates a finished seamless look.
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RECOMMENDED COMPATIBLE PRODUCTS:

45° ANGLE CHANNEL
PART NUMBER: GLF-1203ANG-1M

High Density 12V LED Ribbon
GLF-HD-12V-30K-V2
GLF-HD-12V-40K

Regular Density 12V LED Ribbon
GLF-RD-12V-30K-V2

Colour Changing 12V LED Ribbon
GLF-RGB-12V
GLF-RGB-CONT (Colour Controller)
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