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SPECIFICATIONS:
Light Output: 350 LM/m (110LM/ft.)
Power: 10 Waftts/m (2.6 Watts/ft.)
Voltage: 120V AC
Efficacy (Lumens per Watt): 35 LM/W
Colour Accuracy (CRI): 80+
Light Colour: 3000K Vibrant Warm White
Length: 25m / 82 ft.
Size: 9mmH x 16mm W (3/8" Hx 5/8" W)
Cuttable every 0.5m / 19.5"
Maximum Length in 1 run: 50m
Beam Angle: 120°
Dimmable
IP65 with sealed connections.
Operating Temperature: -15°C to 40°C
30,000 Life Hours

LIGHTING FACTS RBBON | o eTRes:

ITEM NO. GL-LEDNEON-120V-30K

Light Output (Lumens/m) 350

Watts 10

Lumens per Watt (Efficacy) 35 NOT AVAI I.ABI.E
Colour Accuracy 80+

Colour Rendering Index (CRI) FO R TH IS P RO D U CT

Light Colour 3000K Vibrant Warm White

2700K  3000K  3500K  4000K  4500K  5000K  6000K
10 Watt/ft. « Vibrant Warm White
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PRODUCT BENEFITS: PRODUCT DIMENSIONS:

120V LED NEON RIBBON

PART NUMBER: GL-LEDNEON-120V-30K

This LED neon ribbon provides uniform
light without any dots or variation in
light output making it ideal for applica-
tions where ribbon is visible. Premium
PVC coating to prevent discolouration
or cracking when exposed to sunlight.
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AVAILABLE ACCESSORIES:

120V Power Plug (23" / 59cm)
GL-LEDNEON-POWER

“L” Connector
GL-LEDNEON-L

“” Connector
GL-LEDNEON-|

“T" Connector
GL-LEDNEON-T

Plastic Mounting Channel
GL-LEDNEON-CHAN

Metal Mounting Clip
GL-LEDNEON-CLIP

End Cap
GL-LEDNEON-ENDCAP
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